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EXTERNAL TEMPERATURE SENSOR STRZ-05-b

CLAMP-ON SENSOR STRZ-05-3
•	 Temperature range	 30 - +70 °C

•	 Time constant	 13 sec

•	Sensor element	 PT1000, DIN class B

•	Protection class		 IP65

•	Cable length		 1.5 m

EXTERNAL SENSOR STRZ-05-2  
•	 Temperature range	 -30 - +70 °C

•	 - Sensor element	 PT1000, DIN class B

•	 - Protection class	 IP65

DUCT SENSOR WITH HOUSING STRZ-05-4
•	 Temperature range	 30 - +70 °C

•	 Time constant	 16 sec

•	Sensor element	 PT1000, DIN class B

•	Protection class	 IP65

•	Ø sensor	 8 mm

•	Length insertion	 60 - 205 mm

DUCT SENSOR WITH CABLE STRZ-05-5/6
•	 Temperature range	 30 - +70 °C

•	 Time constant	 50 sec

•	Sensor element	 PT1000, DIN class B

•	Protection class	 IP65

•	Ø sensor	 9 mm

•	Length insertion	 15 - 40 mm

ROOM SENSOR STRZ-05-1
•	 Temperature range		 0 - 50 °C

•	Sensor element	 PT1000, DIN class B

•	Protection class	 IP30
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PIR OCCUPANCY DETECTOR, STRZ-09-b

CEILING MOUNTED STRZ-09-2
•	 Supply voltage	 24 ±2 V AC/DC

•	 Power consumption	 15 mA @ 24 V AC

•	 Ouput	 200 mA, 24 V AC/DC, potential-free 
change-over relay

•	 Detection range	 Mounting height x 2.5 = diameter 
converage, 25° angle

•	 Temperature range	 -20 - +50 °C

•	 Protection class	 IP20

CEILING INTEGRATED STRZ-09-3
•	 Supply voltage	 15 - 24 V= / 24 V~ (±10%)

•	 Power consumption	 0,5 W / 1,1 VA

•	 Ouput	 Dry relay contact (closer), max. load 
24 V/1 A

•	 Detection range	 Mounting height x 1,7 = diameter  
converage, 82° angle

•	 Temperature range	 -20 - +50 °C

•	 Protection class	 IP20

STRZ-09-3 is available as option for integrated controls STRZ-76

WALL OR CEILING MOUNTED STRZ-09-1
•	 Supply voltage	 24 ±2 V AC/DC

•	 Power consumption	 5 mA @ 24 V AC

•	 Ouput	 200 mA, 24 V AC/DC, potential-free 
change-over relay

•	 Detection range	 15 x 15 m at 110° angle

•	 Temperature range	 -20 - +50 °C

•	 Protection class	 IP20

CONDENSATION DETECTOR STRZ-16-1-CC

•	 Material detector element	 water resistant, flexible PCB, 
self-adhesive

•	 Cable	 2 x 0,25 mm2, length 1 m

Supplied loose (cc = 00) or factory mounted (cc = 01-05)
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CO2 SENSOR, STRZ-18-b-c

DUCT MOUNTED CO2 SENSOR STRZ-18-1-POWER 
•	Supply	 24 V AC ±20%, 50 - 60 Hz, 2 VA 

or 15 - 35 V DC	
•	Power consumption	 15 mA, max. 0,5 A i 0,3 sec
•	Ambient temperature	 –25 - +60 °C
•	Ambient humidity	 0 - 95% RH, non-condensating
•	Temperature dependance	 Typ. 1 ppm CO2/°C (–20 - +45 °C)
•	Response time	 <100 s at 3 m/s air velocity in 

duct
•	Warm-up time	 <5 min
•	Protection class	 IP65
•	Working range	 0 - 2000 ppm
•	Accuracy	 <50 ppm (+2% of measuring  

value)
•	Working range temperature	 0 - 50 °C
•	Accuracy temperature	 ± 0.3 °C
•	Response time temperature	 < 50 sec

WALL MOUNTED CO2 SENSOR STRZ-18-1-1
•	Power supply	 24 V AC ±15%, 50 - 60 Hz  

or 15 - 35 V DC
•	Power consumption	 <2.5W
•	Ambient temperature	 –25 - +60 °C
•	Ambient humidity	 0 - 90% RH, non-condensating
•	 Temperature dependance	 Typ. 5 ppm /K
•	Response time	 <90 sec
•	Warm-up time	 <5 min
•	Protection class	 IP30
•	Working range	 0 - 2000 ppm
•	Accuracy	 < ±50 ppm (+2% of measuring 

value)
•	Output	 0 - 10 V referring to 0-2000 ppm

WALL MOUNTED CO2 SENSOR STRZ-18-3-1
•	Power supply	 24 V AC ±10% (SELV)  

or 15-24 V DC ±10%
•	Power consumption	 max 3W / max 6VA
•	Ambient temperature	 0 - +50 °C
•	Ambient humidity	 0 - 85% RH, non-condensating
•	 Temperature dependance	 Typ. 2 ppm pro °C (0 - +50 °C)
•	Response time	 <10 min
•	Warm-up time	 <2 min
•	Protection class	 IP20 according to EN 60529
•	Working range	 0 - 2000 ppm
•	Accuracy	 ±75 ppm or 10% of measuring 

range (typ. at 21 °C)
•	Output	 0 - 10 V referring to 0-2000 ppm
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WINDOW MAGNETIC CONTACT (WHITE) STRZ-38-1
•	Contact	 NC, NO varied

•	Working distance	 18 mm

TRANSFORMER STRZ-24-1
•	 Input/Output voltage	 230/24V

•	Power VA	 48

•	Protection	 PTC-protection

•	WxDxH	 77x123x70

•	Degree of protection	 IP44

•	Weight kg	 1.2

RELAY 24 VDC AND SOCKET FOR LIGHTS STRZ-73-1/2
•	Contact resistance	 100 mΩ

•	Operate (set) time	 15 ms max

•	Release (reset) time	 DC: 5 ms max

•	 Insulation resistance	 1 000 MΩ min. (at 500 VDC)

•	Operating ambient temperature	 –40 °C to 70 °C

•	Operating ambient humidity	 5% to 85%

•	Socket	 Screw less clamp terminal,  
DIN mounted
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VALVE AND ACTUATOR SIEMENS STRZ-70-01/02/03/11/21

KVS values Position
Reference number 0 1 2 3 4 5 6 7 0
Valve stroke [mm] 0 0.19 0.38 0.56 0.75 0.94 1.13 1.31 1.5
STRZ-70-01/11/21 0 0.25 0.65 0.88 1.12 1.3 1.46 1.57 1.9
STRZ-70-02 0 0.25 0.6 0.91 1.18 1.43 1.64 1.85 2.6
STRZ-70-03 0 0.25 0.6 0.91 1.18 1.43 1.64 1.85 2.6
Flow tolerance [±%] 0 60 30 20 10 10 10 10 10

Type DN
Dimensions (mm) Thread (inch)

Weight (kg)
A B C D E Rp S G

STRZ-70-01/11/21 15 61 33 46.5 24.5 35 1/2 1/2 3/4 0.28
STRZ-70-02 20 65 40 46.5 24.5 35 3/4 3/4 1 0.33
STRZ-70-03 25 68 35 46.5 24.5 35 1 1 1 0.42

Type Dpmax Lift height Thread Dn Kv
STRZ-70-01/11/21 150 kPa 2.5 mm Rp/R 1/2” 15 0.25-1.9 m3/h
STRZ-70-02 150 kPa 2.5 mm Rp/R 3/4” 20 0.25-2.6 m3/h
STRZ-70-03 150 kPa 2.5 mm Rp/R 1” 25 0.25-2.6 m3/h

ACTUATOR
•	AC	 230 V operating voltage, 2-position 

control signal

•	AC/DC	 AC/DC 24 V operating voltage,  
 2 postion control signal or PDM

•	Positioning time	 180 sec

•	Stroke	 4.5 mm

•	Degree of protection	 ±45 IP43, 45 - 90 IP41

•	Operation	 5 - 50°  C

•	Mounting postion	 Upright to horizontal

•	Operation effect	 2.5W

•	Positioning force	 100 N

•	Manufacturer and type	 Siemens, STA23/73, STP 23/73

VALVE
Manufacturer, type	 Siemens, VD1 - CLC
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PRESSURE INDEPENDENT VALVE STRZ-70-41/42/43/51/61

PRESSURE INDEPENDANT VALVE
Type Dpmax Lift height Thread Dn Manufacturer: Siemens
STRZ-70-41/51/61 400 kPa 2.5 mm Rp 1/2” 15 VPI46.15LO.6Q
STRZ-70-42 400 kPa 5.0 mm Rp 3/4” 20 VPI46.20F14Q
STRZ-70-43 400 kPa 5.5 mm Rp 1” 25 VPI46.25F1.8Q

Type DN
Dimensions (mm) Thread (inch)

Weight (kg)
L1 L3 L4  H1) H2 H3 S Rp

STRZ-70-41/51/61 15 75 60.2 38 160 67.3 82.4 27 1/2 0.504
STRZ-70-42 20 79 62.9 38 160 67.5 82.5 32 3/4 0.533
STRZ-70-43 25 83 59.0 38 160 70 85 39 1 0.652

1) Total height incl actuator STRZ-70-bb-01/11/21/31-0-1

PRE-SET WATER FLOW / SCALE
STRZ-70-41/51/61-cc-0-1 - 600 l/h nominal
[l/h] – – – 100 115 130 160 180 210 240 270 300 320 350 380 410 440 460 490 520 550 575
Scale Min 0.2 0.4 0.5 0.6 0.8 1.0 1.2 1.4 1.6 1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2 3.4 3.6 3.8 Max
kPa 14.9 15.5 16.6 17.6 18.5

	

STRZ-70-42-cc-0-1 - 1200 l/h nominal
[l/h] – – – – 200 260 310 380 430 490 550 610 660 730 780 840 900 960 1010 1070 1130 1190
Scale Min 0.2 0.4 0.5 0.6 0.8 1.0 1.2 1.4 1.6 1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2 3.4 3.6 3.8 Max
kPa 16 17 19.2 20.7 21.6

STRZ-70-43-cc-0-1 - 1530 l/h nominal
[l/h] – – – – 238 303 366 427 488 550 614 680 749 822 898 978 1063 1150 1241 1335 1432 1530
Scale Min 0.2 0.4 0.5 0.6 0.8 1.0 1.2 1.4 1.6 1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2 3.4 3.6 3.8 Max
kPa 15 16 18 24 39
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PRODUCT CODE ACCESSORIES
External temperature sensor	 STRZ-05-b

Type (b)
1 = Room temperature sensor
2 = Out door temperature sensor
3 = Clamp on sensor
4 = Duct sensor with housing
5 = Duct sensor with cable 1.5 m
6 = Duct sensor with cable 3 m

Occupancy detector	 STRZ-09-b

Type (b)
1 = Wall mounted
2 = Ceiling mounted
3 = Ceiling integrated

CO2 sensor	 STRZ-18-b-c

Type (b)
1 = Active sensor 0 - 10 V incl. temperature
3 = Active sensor 0 - 10 V excl. temperature

Execution (c)
1 = for wall mounting
2 = for duct mounting

Condensation sensor, standard	 STRZ-16-b-cc

Execution (b)
1 = Standard

Type (cc)
00 = Supplied loose
01 = For IQID, factory fitted
02 = For IQII, WEGA II, factory fitted
03 = For IQFI, NOVA II, factory fitted
04 = For IQFF, STELLA, factory fitted
05 = For IQCB LYRA & IQCC LYRA II, factory fitted

PRODUCT CODES

Transformer	 STRZ-24-b

Type (b)
1 = Wall mounted (IP44)

Window contact	 STRZ-38-b

Type (b)
1 = External (White)

Relay 24 VDC and Socket	 STRZ-73-b

Type (b)
1 = Relay
2 = Socket
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Flexible hose	 IQAZ-19-bbb-ccc-019

Lenght (bbb)
300 = 300 mm
600 = 600 mm
900 = 900 mm

Connection (ccc)
Type 1 
010 = Pipe end Ø 15

Type 1 and 2
019 = John Guest push on

PRODUCT CODE ACTUATOR AND VALVE
Siemens	 STRZ-70-bb-cc-0-1

Valve (bb)
00 =	Without
01 =	DN15 (kvs 0.25-1.9) female 1/2” valve inlet
02 = DN20 (kvs 0.25-2.6) female 3/4” valve inlet
03 = DN25 (kvs 0.25-2.6) female 1” valve inlet
11 = DN15 (kvs 0.25-1.9) Compression ring valve inlet
21 = DN15 (kvs 0.25-1.9) Push on valve inlet
41 = DN15 Pressure independent (100-575 l/h)  

female 1/2” valve inlet
42 =	DN20 Pressure independent (220-1330 l/h)  

female 3/4” valve inlet
43 = DN25 Pressure independent (280-1800 l/h)  

female 1” valve inlet
51 = DN15 Pressure independent (100-575 l/h)  

Compression ring valve inlet
61 = DN15 Pressure independent (100-575 l/h)  

Push on valve inlet

Valve actuator (cc)
00 = Without
01 = 24 V NC cable 1 m
11 = 24 V NO cablel 1 m
21 = 230 V NC cable 1 m
31 = 230 V NO cable 1 m

Adapter Siemens actuator	 STRZ-71-1-cc

Type of adapter (cc)
53 = Danfoss RA-N (RA2000)
54 = Danfoss RAVL
55 = Danfoss RAV
60 = TA < 2002 (M28x1.5)
61 = Markaryd (M28x1.5)
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WWW.FLAKTGROUP.COM STRA ACCESSORIES

» Learn more on www.flaktgroup.com  
   or contact one of our offices

FläktGroup is the European market leader for smart and energy efficient Indoor Air 
and Critical Air solutions to support every application area. We offer our customers 
innovative technologies, high quality and outstanding performance supported by more 
than a century of accumulated industry experience. The widest product range in 
the market, and strong market presence in 65 countries worldwide, guarantee 
that we are always by your side, ready to deliver Excellence in Solutions.

PRODUCT FUNCTIONS BY FLÄKTGROUP
Air Treatment  |  Air Movement  |  Air Diffusion  |  Air Distribution  |  Air Filtration
Air Management & ATD’s  |  Air Conditioning & Heating  |  Controls  |  Service


