
HUMIDITY SENSOR 
STBZ-02
DATASHEET

METAL TUBE FANS 
ROPERA

PRODUCT FACTS

• Air flow up to 0.37 m3/s
• Static pressures up to 600 Pa
• Casing - galvanized sheet steel
• Backward curved impeller
• Easy electrical connection via terminal box
• Insulation class F
• Motor protection by thermal contacts
• Suitable for mounting in all positions

ELECTRICAL SUPPLY

220-240V/50Hz/1f

TEMPERATURE RANGE

Up to 70ºC depending on size, see electrical data table on next 
page for more information.

SIZES

100, 125, 150, 160, 200, 250 & 315 mm

FEATURES AND CONSTRUCTION

Casings are manufactured from galvanized sheet steel. Each 
centrifugal impeller is driven by an external rotor motor, which has an 
IP44/54 protection class.

INSTALLATION

Rigid folded spiral-seam ducts (Spiro), flexible aluminium or plastic 
ducts with standardised diameter can be same or plastic.

WIRING

Insulation class F with additional moisture impregnation protection 
and thermal contacts which are connected in series with the 
windings of the motor.  

SPEED CONTROLLERS

Speed is 100% infinitely variable using auto transformers or electronic 
control.

PRODUCT CODE

ROPERA 100 (L)

ROPERA = Product Name
• 100 = Diameter size (mm)
• L = (Motor option/variant)

ACCESSORIES (Pages 238-248) - CONTROLLERS (Pages 249-297)

The range of accessories include duct clamps, filters, guards, 
dampers, silencers, mounting brackets, shutters. A quick reference 
guide is shown below.    

Controls  
Electric

CFC BDS FLS BDER

MF CFB CIG

FläktGroup	 DC-9513-GB      2018-10-22/GR Specifications are subject to alteration without notice

162 AIRTREND Limited Predstavništvo u Beogradu Kumanovska 14
11000 Beograd, Srbija 
Tel: 011 3836886, 3085740 Faks: 011 3444113
e-mail: gobrid@eunet.rs web: www.airtrend.rs



PERFORMANCE TABLE

PRODUCT AND ELECTRICAL DETAILS

DRAWING AND DIMENSIONS

*Sound power levels are average dBA at 3 metres distance over sphere, under free field conditions and are presented for comparative purposes only.  Values shown
are those at the mid-point of the performance curve.

For ErP efficiency ratings and grades please refer to our Fan Selector for more information. 

PERFORMANCE & ELECTRICAL DATA
220-240V/50HZ/1f

A

B

C D

E F

Inlet
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Product 
Code

Product 
Number

Speed 
rpm

Motor  
Frame IP Rating

Electrical Current

Wiring  
Diagrams

**Speed  
Controllers

Maximum  
Operating
Temp°C

Breakout

Motor 
(kW)

Full Load  
Current 

(A)

Starting 
Current 

(A)
Electronic

*Sound 
Level db(A) 

 (3m)

ROPERA 100 TF100010 2470 Integral IP44 0.028 0.1 1.9A CD3004 EEID 1.5 70 18

ROPERA 125 TF125010 2480 Integral IP44 0.028 0.1 2.0A CD3004 EEID 1.5 70 19

ROPERA 150L TF150015 2520 Integral IP44 0.11 0.47 0.71 CD3004 EEID 1.5 60 33

ROPERA 160L TF160015 2500 Integral IP44 0.11 0.47 0.71 CD3004 EEID 1.5 60 32

ROPERA 200 TF200015 2410 Integral IP44 0.12 0.5 0.75 CD3004 EEID 1.5 70 31

ROPERA 250L.3DF TF250013 2470 Integral IP44 0.165 0.53 0.9 CD3004 EEID 1.5 70 31

ROPERA 315 M.3EF TF315014 2440 Integral IP44 0.2 0.9 2.2 CD3004 EEID 1.5 70 33

Product  
Code

m3/s @ Pa (Static)

0 50 100 150 200 250 300 350 400 450 500 550

ROPERA 100 0.05 0.03 0.02

ROPERA 125 0.07 0.05 0.03 0.01

ROPERA 150L 0.14 0.12 0.11 0.09 0.07 0.04 0.02

ROPERA 160L 0.24 0.22 0.19 0.16 0.13 0.1 0.08 0.05

ROPERA 200 0.22 0.2 0.18 0.16 0.13 0.11 0.08 0.06 0.03

ROPERA 250L.3DF 0.26 0.24 0.22 0.2 0.17 0.15 0.11 0.08 0.04

ROPERA 315 M.3EF 0.37 0.35 0.33 0.32 0.29 0.27 0.25 0.22 0.19 0.15 0.09 0.03

Product 
Code A B C D E F Weight 

Kg

ROPERA 100 136 186 242 100 25 25 2.6

ROPERA 125 140 190 242 125 25 25 2.6

ROPERA 150L 140 190 341 150 25 25 3.7

ROPERA 160L 195 245 341 160 25 25 3.4

ROPERA 200 180 230 341 200 25 25 3.7

ROPERA 250L.3DF 180 230 341 250 30 30 5.5

ROPERA 315 M.3EF 195 255 402 315 30 30 5.8

�Products in bold are available from our UK Distributors on next day delivery, 
if ordered by 4pm.  Please call to confirm availability on 01206 222 580. 

DENCO    HAPPEL    SEMCO    FLAKT    WOODS     DELBAG    ILOXAIR

ErP
COMPLIANT



PERFORMANCE CHART

ROPERA - 100 - TF100010                                                         ROPERA - 125 - TF125010

 
 
 

ROPERA - 150L - TF150015                                                       ROPERA - 160L - TF160015
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PERFORMANCE CHARTS

 
ROPERA - 200 - TF200015                                                          ROPERA - 250L.3DF - TF250013

 

ROPERA - 315 M.3EF - TF315014
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ULTRASOUND by FLÄKTGROUP

With advanced airflow analysis based on ultrasound technology we now present a new 
dawn for Demand Controlled Ventilation. A landmark innovation setting aside traditional 
challenges for VAV Dampers: Noise, dust, reliability and pressure drops. With Optivent®

Ultra we offer a unique solution, leading to simplified commissioning and installation, 
lowered life cycle costs and unprecedented levels of comfort.

GAME-CHANGING VAV WITH ULTRASOUND

by FläktGroup

See global website for 
international sales offices:
www.flaktwoods.com

Based on our e3 solutions, we provide innovative 
and sustainable products to help you achieve or 
surpass your environmental targets whilst 
optimising your investment and life cycle cost.

*

LOW NOISE GOOD INDOOR AIR QUALITY FLEXIBILITY

ACCURATE & VERSATILE ENERGY EFFICIENT MAINTENANCE FREE

A well-balanced system with no physical 
probe to cause turbulence and noise.

No pressure drop and a broad manageable 
airflow range means high comfort in the 
whole of the building and in every situation.

The Optivent® Ultra VAV requires no safety 
distance to bends and T-pieces, making 
installation easy where space is limited. 
With ‘same-as-Duct’ dimensions, system 
design and installation meet high flexibility.

With high accuracy in the whole airflow 
range and excellent resilience to dust,  
the Optivent® Ultra VAV works well also  
in more challenging environments such  
as classrooms and patient wards.

Zero pressure drop and high accuracy 
regardless of airflow rate means no 
wasted energy for unnecessary Fan  
drive and excess airflow.

Maintenance-free because construction  
and materials are not subject to wear 
and tear.

OPTIVENT® ULTRA BENEFITS * Patented technology by FläktGroup

*

U1Z
SINGLE PHASE

ESPADA TUBE FAN
FOR SPEED CONTROL,
WIRE VIA CONTROLLER 
AND TERMINATE LIVE 
TO LIVE, NEUTRAL TO
NEUTRAL AS BEFORE.

L N PE UZ U Z

L N

PE

PE

U2

SINGLE PHASE SUPPLY

FAN 
TERMINAL

BLOCK

MOTOR LEADS

ME 1 SPEED
CONTROLLER

E

E

MOTOR LEADS

FOR VARIABLE SPEED
CONTROL CONNECT
LIVE OUTPUT FROM 
CONTROLLER TO U1
ON FAN AND NEUTRAL
OUTPUT TO U2 ON FAN.

FAN 
TERMINAL 

BLOCK

SINGLE PHASE SUPPLY
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WIRING DIAGRAM - ROPERA

CD3004

AIRTREND Ltd. - KOVENT D.O.O.
Kumanovska 14
11000 Beograd
Tel. 011 383 68 86, 308 57 40 
Faks 011 344 41 13
E-mail: gobrid@eunet.rs, office@kovent.rs
www.airtrend.rs, www.kovent.rs




